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Product meets EN 12281, requirements for copy paper for dry toner imaging processes
and ISO 9706, requirements for permanence for paper. Production processes certified
according to ISO 9001, ISO 14001 and OHSAS 18001. Standard measurement
uncertainty between laboratories is not incorporated.

SIGNIFICANCE OF VALUES: 2 SIGMA

 This specification is valid for one year after issue or good till cancelled.

Technical Data: NIVEUS® FIT+

1 Basis weight  g/m² ISO 536 80 ± 3.0 

3 Caliper  µm ISO 534 103 ± 3 
2
7 Opacity  % ISO 2471 92.0 ± 1 
4
4 Moisture abs.  % ISO 287 4.6 ± .6 
2
2
3

Brightness UV  % ISO 2470 110.5 ± 1.5 

2
2
9

CIE Whiteness  % ISO 11475 161 ± 3.0 

Life can be so easy when
things are going according to
plan. When you can trust in
safety and steadiness. When
you are assured of a trouble-
free output in your daily tasks.
In the world of printing, those
are the characteristics of
Niveus® FIT+. We created this
allrounder to help you get the
basics done without losing
focus on the important things in
life. Niveus® FIT+ allows for
more than just black and white
print jobs thanks to the high
whiteness level. Let’s get
started!
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